
Modular system to segregate traffic flows.
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Accessible, inclusive, friendly streets with a small environmental footprint.

1

2

2

1

Front view.

Almost 50% of its
surface is retroreflective.

It is highly resistant to 
impact.

It can be adapted to any
kind of road surface.

Zipper® A | Zero: four anchorage points.
Zipper® B| Zero: three anchorage points.

Top view.

Zipper® system

Zero

Zipper® B | Zero
w: 280 mm
l: 280 mm
h: 125 mm

2,48 kg

2,14 kg of
CO2 equiv/u

Zipper® A |Zero
w: 280 mm
l: 280 mm
h: 125 mm

3,86  kg

3,33 kg of
CO2 equiv/u Top View Top View
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Zipper® configurations.

Surface painting customisation.

Awards.
Finalist

Zipper®  A | Zero
Available colorsAvailable colors

Zipper® B | Zero

Ecolabels.
DGQA

Accessible, inclusive, friendly streets with a small environmental footprint. Zipper® system

Blue Angel of 
the material

MINI ROUNDABOUT
Builds roundabouts quickly for safe intersections.

BAAB CONFIGURATION
A: 1120 mm (recommended distance between sets).

AA CONFIGURATION
A: 560 mm (recommended distance between sets).

WIDENING OF THE SIDEWALKS AND NARROWING OF 
THE STREET AT INTERSECTIONS
Easily creates safe intersections.


