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TRAFFIC-LINE Barrier Chains *1 daN = 10 Newton =̂ 1 kg

Product
Link

gauge
Material/

finish
Link Size
(Internal)

Tensile
strength*

M-POLY Visible 6 6mm Ø 

Polyethylene

46 x 11mm

–

M-POLY Visible 8 8mm Ø 35 x 13mm

M-DEKO Visible 6 6mm Ø Nylon 53 x 13mm –

MNK Quality  6 6mm Ø Nylon 42 x 12mm 200 daN

MNK Quality  8 8mm Ø Nylon 51 x 15mm 340 daN

SM Steel 6 6mm Ø Steel/galvanised 41 x 12mm 250 daN

SM Steel 8 8mm Ø Steel/galvanised 52 x 15mm 440 daN

M-FERRO Signal 6mm Ø
Steel/galvanised
+ plastic coated

41 x 12mm 250 daN

SS 4 4mm Ø

Stainless
steel

14’401

32 x 8mm –

SS 6 6mm Ø 42 x 12mm –

SS 8 8mm Ø 52 x 16mm –
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Qty/
pk.

Type Material/finish
For use with
chain types

Standard
Colours

Delivery weight
(kg/ea.)

Reference
Typical delivery time

(working days)

10
Connecting

link

Steel/galvanised +
plastic coating

MNK Quality
M-Ferro-Signal

red
0.8

216.10.614

3 / 5 days

black 216.12.503

Steel/galvanised SM Steel zinc grey 0.5 214.12.849

Nylon M-Visible
red

0.2
216.12.210

black 216.11.828

10

Chain-
post

attachment
hook

Steel/galvanised +
plastic coating

MNK Quality
M-Ferro-Signal

red
0.8

216.12.687

black 216.10.012

Steel/galvanised SM Steel zinc grey 0.5 214.10.329
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Tensile
breaking*

Delivery weight
g/per metre

Colour
change

(No. of links)
Length

Standard
colours

Reference
Typical delivery time

(working days)

–

150 13 50m
red/white 212.10.805

3 / 5 days

yellow/black 212.13.380

200 16 25m
red/white 212.19.390

yellow/black 212.13.210

250 daN 200 9 50m

red/white 211.12.699

yellow/black 211.12.819

340 daN 300 11 50m

red/white 210.12.037

yellow/black 210.10.833

red 210.10.822

white 210.11.697

black 210.11.993

yellow 210.10.976

530 daN 400 9 25m

red/white 210.11.278

yellow/black 210.10.234

red 210.12.774

white 210.10.033

black 210.11.281

yellow 210.10.607

1,250 daN 700 – 25m zinc grey 214.12.451

2,200 daN 1,400 – 30m zinc grey 214.10.709

1,250 daN 800 18 15m

red/white 213.12.984

yellow/black 213.11.240

550 daN 400 – 25m

natural

217.19.899

5 / 10 days1,250 daN 800 – 10m 217.17.890

2,200 daN 1,300 – 10m 217.15.594
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Qty/
pk.

Type Material/finish
For use with
chain types

Standard
Colours

Delivery weight
(kg/ea.)

Reference
Typical delivery time

(working days)

10
Chainpost
attachment

hook
Nylon M-Visible

red
0.4

216.10.962

3 / 5 days

black 216.10.490

10 Connecting link
with screw 

thread 6mm

Steel/galvanised SM Steel zinc grey

0.8

214.18.596

Steel/galvanised +
plastic coating

MNK Quality
M-Ferro-Signal

black 216.13.271

red 216.14.713

1 Stainless steel SS Natural 216.18.191

1
Connecting link

with screw 
thread 8mm

Stainless steel SS Natural 0.2 216.17.181


	S142_2014
	S143_2014



